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DN 100

Pattern / Schablone
109 mm

5.

DN 100

DN 100

4.

Alternative

53 mm

1b.

7.

Venduct®  Solar Outlet / SolardurchgangE

A

B

C

D

E

Accessories/ Zubehör

50 mm

Installation instructions 
Verlegeanleitung

Venduct®

System

Sicherheitshinweis:
www.kloeber.de!

Optional

ø 10 mm

11 mm

11 mm

ø 10 mm
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Example
Ø      48 mm

 45 mm

Ø 10 - 70 mm



1. 2. 3. 4.Optional

Optional

DN 100
DN 100

DN 100

Accessories/ Zubehör

Venduct®  Roof Outlet - short pipe / Entlüfterrohr - kurzB

DN 100 

20°-35°

35°-50°

DN 125

15°-30°

30°-45°

KE 3...

10°-25°

25°-40°

> 35˚

1. 2.

DN 100DN 100 DN 100 DN 125

DN 100

DN 100

DN 100DN 125 DN 125DN 100/125

DN 100/125
DN 100/125

Accessories/ Zubehör

23

4. 5. 6.

< 35˚

Venduct®  Roof Outlet - long pipe / Entlüfterrohr - langA

DN 100 

20°-35°

35°-50°

DN 125

15°-30°

30°-45°

KE 3...

10°-25°

25°-40°

> 35˚

1. 2. 3.

< 35˚

DN 100

DN 100/125

DN 125DN 100

Venduct®  Gas Flue / Thermen- AbgasrohradapterD

1. 2. 3.

DN 100 

20°-35°

35°-50°

DN 125

15°-30°

30°-45°

KE 3...

10°-25°

25°-40°

> 35˚

< 35˚

DN 100

DN 100/125

DN 100/125

4.

22,20 mm
27,80 mm
34,70 mm
43,30 mm
49,00 mm
61,40 mm
77,50 mm

Venduct®  Antenna Outlet / AntennendurchgangC

Accessories/ Zubehör


